


Digital Loudspeaker Management Processor FBT DLM26

Inputs / Outputs XLR balanced +20dBu max level

Total memories 64

THD+N 0.001% at 1kHz 0dBu

S/N >110dB

Frequency Response 20Hz and 20kHz @ -0.5dB

A/D and D/A Resolution 24 bit, 96 bit Processing Resolution

Filters (5 each in/out)

Type
Peaking EQ, Hi-Shelving 1/2/Q, Lo-Shelving 
1/2/Q, HPF 1/2/Q, LPF 1/2/Q, All Pass 1/2 , 
Band pass, Notch

Orders
Symmetrical Bell or High/Low Shelving up to 
second order

Filter gain
-15dB to +15dB by 0.5dB
resolution steps

Centre frequency
Selectable with a 1/24th of octave resolution
in steps from 20Hz up to 20kHz

Filter Q/BW
Q from 0.05 up to 3 by 0.05 resolution 
steps

Compressors

Threshold  -10 to +20dBu

Ratio 1:1 to 32:1

Soft Knee 0 to 100 %

Attack Time 10 ms to 4 sec.

Release Time 0.1 to 3sec.

Limiters

Threshold -10 dBu to +20dBu

Attack time 2 ms. to 50 ms.

Release Time 20 ms. to 200 ms.

High Pass and Low Pass Filters

HPF
1st to 4th Order (Butterworth, Linkwitz or 
Bessel -24dB/Oct), Custom Q

LPF
1st order to 4th Order (Butterworth, Lin -
kwitz or Bessel -24dB/Oct), Custom Q

Filter Setting Step: 1/24th of octave

Delay & Gain

Maximum Delay
288.66 ms in 6.8us increment/decrement
steps, on each Input and Output channel

Physical

Net Dimensions (WxHxD)
480x40x220 mm  - 19” (1U rack)
18.8x1.5x8 inches - 19” (1U rack)

Net Weight 2.8 Kg / 6.1 lbs.

Transport Dimensions (WxHxD)
530x100x310 mm
20.8x3.9x12.2 inches

Transport Weight 3.9 Kg / 8.6 lbs.

Power Requirements

Universal  Voltage 90 - 240V AC 50/60Hz

PowerConsumption 30VA

PC Software ScreenshotsSpeci�cations

Rear Panel

FBT Elettronica SpA
Via Paolo Soprani, 1 - Zona Ind.le Squartabue - 62019 Recanati (MC) - Italy

Tel. +39-071750591 r.a. - Fax +39-0717505920  - www.fbt.it - info@fbt.it
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